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2024/04/24  Engineering Department

Change Notice
Contact No. 412

MBN & WB Series
Changes for AT412 Caps for MBN & WB 
Series Pushbuttons

 Changes to AT412 Caps in 
Underside Structure and Material

Type of Change:
Engineering
Product

Part Number
Appearance

There will be revisions to the 19mm diameter AT412 screw-on caps for 
MBN and WB Series Pushbuttons. The underside of the cap’s structure 
will change, and the material, formerly polystyrene, will be revised to 
PBT resin. This change will apply to all standard and custom AT412 caps 
in each of the four colors. There will be no difference in the effectiveness 
of the caps’ fit or function, and no external dimensions will be altered.
Effected standard part numbers are on the table below.

Notes
There are no changes to the cap’s external dimensions.
Contact information is below if more details are needed.

AT412 Cap Before Change After Change

Views of Underside
& Cross Section

Section AB

Material Polystyrene PBT Resin

Effected Standard Part Numbers

AT412A (Black) AT412B (White) AT412C (Red) AT412F (Green)

(19.0) Dia
 .748

(5.2)
.205

(8.0)
.315

(1.5)
.059

(0.7)
.028

M3.5 P0.6

B

A

(45.0) R
1.772

(19.0) Dia
 .748

(5.2)
.205

M3.5 P0.6

(8.0)
.315

(1.5)
.059

(0.7)
.028

(45.0) R
1.772

Effective Date
Changes in the underside structure and material of the AT412 caps will be effective November 2024.
However, the end of sales date may be subject to change depending on inventory of parts. 
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